OCÉ 7SB PREMIÈRE COLLECTION

7.5 mil Soft Polyester Banner for the Océ ColorWave® 500/650/700 printers

Product Description
A 7.5 mil 100% Polyester Smooth Banner that is coated for high heat technology. Highly durable toner coating and calendared finish to give excellent print quality. Durable to outdoor exposure, water resistant. Grommets can be applied for banner use. The Océ 7SB is approved for use in the Océ ColorWave® 500/650/700 printers.

SPECIFICATIONS
Physical properties*
• Caliper: 7.5 mil
• Basis Weight: 210 gsm
• Brightness: 94%
• Opacity >98%
• Smoothness: 150 Sheffield
• Tear Strength (MD): 315 grams
• Tear Strength (CD): 330 grams

*Target Values

Features
• Printable polyester banner
• Excellent image quality
• Smooth calendared surface
• Maintains physical properties at cold temperatures
• Grommets can be used

Recommended Storage Conditions and Shelf Life
• Temperature 60°-75° F, (15°-25° C).
• Relative Humidity 30-70%
• Relative Humidity Printing Range 35%
• Temperature 70°F
• Store in original packaging and plastic bag. Best stored in cool dry area.
• Storage Humidity Range 20-80% non-condensing. Temperature range: 50°- 90°F
• Allow material to stabilize to room conditions 24 hours before use

Environmental, Health & Safety
• No Material Safety Data Sheet required.
• Waste not suited for recycling.

Main Applications
• Short term indoor and outdoor banners
• Trade Show displays rollable banner stands

Printer/Ink Compatibility
Recommended for use in Océ ColorWave 500/650/700 series printers. On the Océ ColorWave 500/700 printing system you should choose the Océ 7SB 7 mil Soft Banner profile. Remember to perform the media calibration function on the Océ ColorWave 500 and 700 printers. On the Océ ColorWave 650 printer you need to download the 7SB Océ Media profile from the CSA website.

Media Handling
To avoid smudges and marks on your finished print we recommend handling the coated surface while wearing cotton gloves. Store unused media in original packaging, vertically. For best results let media acclimate to printing room conditions for 48 hours before use.

Important
Printer and driver setting need set up to ensure the best performance. Appropriate ink loads must be set for the ink/printer combination being used.

Color Profiles
ICC color profiles will improve image quality and optimize ink limits for improved drytime, wider color gamut, and more accurate color matching. In the Océ ColorWave 500/650/700 series printers can use the Océ 7SB Profile.
## OCÉ 7SB PREMIÈRE COLLECTION

### 7.5 mil Soft Polyester Banner

#### Selected Available Roll Sizes

<table>
<thead>
<tr>
<th>ITEM NUMBER</th>
<th>WIDTH X LENGTH</th>
<th>QTY. PER CARTON</th>
<th>CORE</th>
</tr>
</thead>
<tbody>
<tr>
<td>7SB24200</td>
<td>24&quot; x 200'</td>
<td>1 Roll</td>
<td>3&quot;</td>
</tr>
<tr>
<td>7SB36200</td>
<td>36&quot; x 200'</td>
<td>1 Roll</td>
<td>3&quot;</td>
</tr>
</tbody>
</table>