OCÉ WC2SM AND WC2ST
Wall Cover Smooth or Textured for UV, UVgel, Latex and Eco-Solvent printers

Product Description
OCÉ Wall Cover Smooth or Textured is a robust material laminated to a non-woven PET back. The durable construction gives excellent break and tear strength of Type II commercial wall covering specification. This material allows for an option against traditional vinyl wallcoverings and is applied with wall paper paste.

SPECIFICATIONS
Physical properties*
- Caliper: 17 mil
- Basis Weight: 313 gsm/17 pt.
- Opacity: 100%
- Brightness: >92%
- ASTME-84 Fire Rating

*Target Values

Features
- Heavy Duty Smooth or Textured finish
- Excellent printability with various inks
- Durable non PVC construction

Recommended Storage Conditions and Shelf Life
- The product should be kept in the original packaging at room temperature 60°-85°F at 45-60% relative humidity.

Environmental, Health & Safety
- No Material Safety Data Sheet required.
- You should contact your local recycling sources for recycling this product.

Main Applications
- Murals
- Wall Décor
- Pole Wrap

Printer/Ink Compatibility
OCÉ WC2SM or WC2ST is compatible with UV, UVgel, Latex and Eco-Solvent printers.

This information is presented as a general guide and is not a performance guarantee. The user should determine prior to use the suitability of the material for the specific application or purpose.
Selected Available Roll Sizes

<table>
<thead>
<tr>
<th>ITEM NUMBER</th>
<th>WIDTH X LENGTH</th>
<th>QTY. PER CARTON</th>
<th>CORE</th>
</tr>
</thead>
<tbody>
<tr>
<td>WC2SM54</td>
<td>54&quot; x 100'</td>
<td>1 Roll</td>
<td>3&quot;</td>
</tr>
<tr>
<td>WC2ST54</td>
<td>54&quot; x 100'</td>
<td>1 Roll</td>
<td>3&quot;</td>
</tr>
</tbody>
</table>