SCRM15
16 mil Matte Smooth Scrim Banner Aqueous Inkjet Media
for use with dye and pigment ink on thermal and piezo inkjet printers

Product Description

A 16 mil (550gsm) water resistant smooth opaque flexible PVC banner with a tear-resistant polyester fabric embedded between two white vinyl layers and a non-glare finish. The SCRM15 has excellent light blocking capabilities, and is inkjet coated to give excellent overall print quality. It can be sewn or grommeted for finishing as well.

SPECIFICATIONS

Physical properties*
- Basis Weight - 550 gsm
- Caliper: 16 mil
- Whiteness: > 135 CIE
- Opacity: 100%
- Gloss: @60° <4

*Target Values

Features
- Excellent Overall Print Quality
- Ultra Durable
- Water resistant
- Indoor and outdoor use

Recommended Storage Conditions and Shelf Life
- Allow material to stabilize to room conditions 24 hours before use
- One year at conditions noted above

Important
- Printer and driver setting need set up to ensure the best performance.
- Appropriate ink loads must be set for the ink/printer combination being used.

Environmental, Health & Safety
- No Material Safety Data Sheet required
- Waste not suited for recycling

Main Applications
- Outdoor event signage
- Trade show displays

Printer/Ink Compatibility
- SCRM15 comes on a 3 inch core and is recommended for use on traditional aqueous pigment printers.

Finishing Tips
- SCRM15 performs well in finishing operations such as sewing, cutting and grommeting.

SMART CHANGE STARTS HERE.
AQUEOUS INKJET MEDIA

SCRM15

Smooth Scrim Banner Aqueous Inkjet Media

Selected Available Roll Sizes

<table>
<thead>
<tr>
<th>ITEM NUMBER</th>
<th>WIDTH X LENGTH</th>
<th>QTY. PER CARTON</th>
<th>CORE</th>
</tr>
</thead>
<tbody>
<tr>
<td>SCRM152460</td>
<td>24” x 60’</td>
<td>1 Roll</td>
<td>3”</td>
</tr>
<tr>
<td>SCRM153660</td>
<td>36” x 60’</td>
<td>1 Roll</td>
<td>3”</td>
</tr>
<tr>
<td>SCRM154260</td>
<td>42” x 60’</td>
<td>1 Roll</td>
<td>3”</td>
</tr>
</tbody>
</table>