
ASPHALT ART®

SPECIFICATIONS

21 Mil Media

SPEC SHEET

PRODUCT DESCRIPTION
Asphalt Art is a 21 mil, aluminum foil with glass bead non-slip coating and adhesive back for outdoor sidewalk 
and street graphics on concrete, asphalt, brick, pavers, etc. It handles pedestrian and vehicle traffic. No lamination 
required. Asphalt Art is printable with UV-curable and Latex inks. 

Physical Properties*
• Basis Weight: 21 Mil

• ASTM D-2047 Certified

*Target Values 

Features
• Highly conformable and slip resistant

• No Lamination required

• PVC Free

• Made in the U.S.A. 

Recommended Storage 
Conditions and Shelf Life

• The product should be in the original 
packaging at room temperature:  
60-85°F at 45-60% relative humidity.

Environmental, Health,  
and Safety

• No Material Safety Data  
Sheet required.

• Waste is suitable for recycling. 

Main Applications
• Sporting Events and Stadiums

• Bus or Subway Stations/Airports

• Sidewalks/Parking Lots

• Walkways - Event Signage

• POP/Retail Entrances

Printer/Ink Compatibility
Asphalt Art is printable on UV-curable  
and latex inkjet printers. As aluminum foil will 
hold its shape, special attention needs to be 
paid to the edges while loading and printing to 

prevent head strikes.

Application Instructions
Please refer to the Asphalt Art Application 
guide, which you can download off the 
website: www.asphaltartusa.com.

Durability
Asphalt Art can be expected to last 3-12 
months outdoors, without significant 
degradation provided the installation 
instructions are properly followed.  

The condition of the graphic may degrade 
faster than the actual material, depending 
on the surface and type of traffic (pedestrian 
or vehicle) it is exposed to. Exposure to 
excessive vehicle or machinery traffic, physical 
wear and tear, severe weather, and vandalism 
will severely limit life expectancy. 

Warranty
Asphalt Art products are warranted to be 
free of defects in material and manufacture 
at the time of shipment and to meet the 
specifications stated in the Technical 
Specifications Sheets. Asphalt Art will replace 
or refund the price of any Asphalt Art materials 
found to not meet their product specifications. 
In no case shall Asphalt Art be liable for any 
direct, indirect, or consequential damages, 
including labor or non-Asphalt materials 
charges. The determination of the suitability of 
this product for any specific use is solely the 
responsibility of the user. No representations, 
guarantees, or warranties of any kind are made 
to the accuracy or suitability for  
specific applications.

SMART CHANGE STARTS HERE.
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Selected Available Roll Sizes

ASPHALT ART®

UV-curable, Latex, and Display Graphics Media Supplies 
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PRODUCT DESCRIPTION

ITEM  
NUMBER

WIDTH X 
LENGTH

QTY. PER
CARTON CORE

ASPHLT2410 24" x 10' 1 Roll 3"

ASPHLT4833 48" x 33' 1 Roll 3"

ASPHLT48100 48" x 100' 1 Roll 3"
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